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All Hose Assemblies compliant with Pressure Equipment Directive 2014/68/EU

We reserve the right to change hose specifications without prior notice

Food & Beverage

Sizes

I.D  
(mm)

O.D  
(mm)

Max Working  
Pressure (Bar)

Min Burst  
Pressure (Bar)

Min Bend Radius  
(mm)

Weight  
(Kg/Mtr)

19 31 10 30 95 0.72

25 37 10 30 125 0.90

32 44 10 30 150 1.01

38 51 10 30 190 1.40

51 64 10 30 255 1.80

63 77 10 30 315 2.75

76 92 10 30 380 3.56

102 122 10 30 510 5.91
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SANB - Dixon San-Hygienic Brew Suction & Delivey Hose 10 bar

SANF - Dixon San-Hygienic Food Suction & Delivey Hose 10 bar 

Technical Characteristics

Application For the transfer of liquid food stuffs including fatty 
oils, alcohol and potable water

Cover Red smooth cloth finish and resistant to vegetable 
oils and fats, abrasion, weather & ozone 

Approvals FDA 21 CFR 177.2600; BfR Recommendation  
XXI CAT 2

Reinforcement Synthetic plies, twin carbon steel helices 

Lining NBR white food quality

Temperature From -20°C to +90°C

Safety Factor 3:1

Technical Characteristics

Application For the transfer of liquid food stuffs including fatty 
oils, alcohol and potable water

Cover Blue smooth cloth finish and resistant to vegetable 
oils and fats, abrasion, weather & ozone 

Approvals FDA 21 CFR 177.2600; BfR Recommendation  
XXI CAT 2

Reinforcement Synthetic plies, twin carbon steel helices 

Lining NBR white food quality (FDA Specification)

Temperature From -20°C to +90°C (additional temp for CIP)

Safety Factor 3:1




